
GMP-300
Fixed Height Mobile Cart

At 42” tall, our GMP-300 cart is designed especially for the classroom 
environment and can support single or dual displays up to 60 inches. 
Superb for any learning environment, this cart comes with 15RU of 
space, a durable 24 1/2 inch rack mount bracket and plenty of room 
for equipment storage.

FEATURES

•	 Supports single or dual displays up to 60”
•	 Universal display mount
•	 Adjustable videoconferencing camera shelf
•	 15RU
•	 Rear panel access
•	 Tempered, tinted locking front glass door
•	 5” casters, two locking
•	 6-port surge protector
•	 Cable management features
•	 100% solid steel construction
•	 TAA-Compliant – meets the needs of U.S. Government projects

GMP-300L-TT1

GMP-300M-TT1 GMP-300L-TT2



DIMENSIONS

GMP-300M-TT1

SPECIFICATIONS
Part Number Supports Single Display : GMP-300L-TT1 | GMP-300M-TT1

Supports Dual Display : GMP-300L-TT2
Display Mount GMP-300L-TT1 | GMP-300M-TT1 : Includes the TT1 single display mount

GMP-300L-TT2 : Includes the TT2 dual display mount
Display Sizes Up to 60 inches
Dimensions (HxWxD)
     Cart (GMP-300M-TT1) 70 x 57 x 33 Inches (1778 x 1448 x 838 mm)
     Rack (D)

            GMP-300L-TT1 | GMP-300M-TT1 24.5 Inches (622.3 mm)
            GMP-300L-TT2 17 Inches (431.8 mm)
Rack Space 15RU
Load Capacity 250 lbs.
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ACCESSORIES

Poly Studio X Mounts
POLY-X-24 | POLY-X-32
POLY-X-42

Cisco Room Kit Mounts
CRK-ABV-24 | CRK-ABV-32 | 
CRK-ABV-42  
CRK-BLW-24 | CRK-BLW-32 | 
CRK-BLW-42

Heavy Duty 6” Casters
HDC-6

Rack Mounted Powered 
Speaker
PSM-200

Additional Accessory Shelf
US-1

6 Port Surge Protector
RCK-PWR

Bose VideoBar VB1 Mount
AVT-VB1-24 | AVT-VB1-32 | 
AVT-VB1-42

Neat Bar Mount
NEAT-BRK-24 | NEAT-BRK-32 | 
NEAT-BRK-42 | NEAT-BRK-48

Yealink MeetingBar
A-20 | A-30

Logitech Rally Bar Mount
LRC-MOUNT-24 | LRC-MOUNT-32 |
LRC-MOUNT-42


